
TECHNICAL SPECIFICATIONS

Applications : for automatic weld cutting of steel cables

MARKEN MANUFACTURING
2081 E. Center Circle, Plymouth MN 55441 USA

ISO 9001 : 2008 CERTIFIED

  

ADVANTAGES 

• Immediate productivity increase

• High accuracy

• No cut residues

• No dust and fumes

• Clean square cut

• Possibility to integrate an ink jet 

printer module

• Optimum safety

• Low noise level

• Easy maintenance

• Easy to use

• Touch screen controls

OPTIONS

• Ink-jet printing :

 - Part numbers

 - Client’s name..

• Memory of part numbers

• Splice detector

• Just-In-Tim Kit cutting software 

ACCESSORIES

• Reel racks

• Decoilers

• Electric decoilers or spoolers

Application / max. Capacity

475 WC

 

 

Gildestr. 2 - 48356 Nordwalde 
( +49 2573 97 95 200 

6 +49 2573 97 95 202 

Non coated steel cables                 Max. 1/4’’

Entry data                                    Length / batch

Type of cut                                   Weld cutting

Speed                                          60m / min

Noise level                                   < 80db

Electrics                                       400 V   3-Ph

Function                                       2 KW

Weight                                         140 Kg

Dimensions                                  920 x 865 x 920 mm

Accuracy                                      0,1 to 0,3% of      
                                                   requested length


